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County, Penmsylvania

Pregent Owner: The Potomac Insurance Company of the General
Accident Fire and Life Insurance Corp. ILtd.
(Group), 414 Walnut Street, Philadelphia, Pa.

Present Use: Being demolished.

Brief Stetement Fine exsmple of laste-nineteenth-century multi-
of Significance: story office bullding designed by architect
T. P. Chandler.

PART 1. HISTORICAL INFORMATTION

A. Original and subsequent owners:

Chain of Title (416-420 Wslnut St.)

Property Date Grantor Grantes

420 Walnut St. Not given IM&T of Jchn C. William Lowber &
Lowber, dec'd Henry J. Lowber

ALl that certain lot and piece of ground with the three story brick
messuage or tenement therecn erected situate on the South side of
Walnut Street between 4th & 5th Streets from the River Delaware

in the City of Philadelphia, containing in front on the said Walnut
Street 17'6" and in length or depth southward one-hundred and 12°,
Bounded on the east by groumd lots of George Bullock, deceased, on
the south by ground lots of John Ashley, on the west by ground lots
of the said John Ewing, deceased, and partly by a 3 feel wide alley
seventy feet in depth, and on the north by Walnut Street, aforesaid
together with the free & common use & privilege of the said 3 feet
wide alley.®

420 Walnut St. 12/22/1886 William Lowber & The Girard Fire
Elizabeth/his wife & Marine Insurance
Henry J. Lowber & Co. of Philadelphia

Charlotte/his wife
A1l that certain lot or piece of ground on the South side of Walnut
Street, between 4th & 5th Streets. In front 17'6" and in depth
South 112+."

420 Walnut St. 6/4/1888  The Girerd Fire & Joseph Storm
Marine Insurance Co. Patterson
of Philadelphia

A1l that certain lot or plece of ground on the South side of

Walnut Street, between 4th & 5th Streets. In front 17'6% and
in depth South 112t."
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Property Date Grantor Grantee
416-418-420 6/20/1888 Joseph Storm Patterson George Sullivan
Walnut St. & Mary/w Bowdoin-~John Taylor

Jury--David Ames
Well--Trustees
"A1l that certain 1ot or piece of ground on South side of Walnut
Street, 136'6" West from West side of 4th Street, in front 20'1-1/2%
and depth South 83'6" and on East side of 3! alley.
"Also lot on South side of Walnut Street 156'7-1/2Y West from West
side of 4th Street. In front 16'9-1/2" more or less & depth south
g3t6n,
"Also lot on South side of Walnut Street between 4th & 5th Streets
{number 420). In front 17'6" & depth 112'."

416-418-420 12/23/1925 Grantor as follows: John Claflin &

Walnut St. Fredrick B, Campbell individusally & as surviving
substituted trustees under the provisions of a
deed of trust executed by the Commercial Union
Assurance Company of London, aforesaid daied
11/12/1879, of the first part & United Statea
Trust Company of New York a3 subsiituted trustee
under the providions of the deeds of trust afeoresaid.
Grantee as follows: Commercial Union Assurance
Company Linited of London.

"description same as the 1888 transier -~ 416-418-420

416-418-420 11/10/1947 Commercial Union Waldo L. Eppers
Walnut St. Assurance Company

Limited of London
"description as above"

416-418-420 1/19/48 Waldo L. Eppers  Margaret Chapman
Walnut St.
fdegeription same as above!

416-418-420 5/2/1960 Margaret Chapman The Potomac Insurence
Co. {of the CGeneral
Accident Fire &
Life Assurance Gorp.
Ltd. --Group)

B. Dete of Erection: 1889.
C. Architect: Theophilus P. Chandler,

D. Notes on original plan and construction of building: The
original form of the building remsined generally‘unchangpd

£. Notes on alterations and additions: Only minor mtera.or g
alterations.
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F. Sources of information: Chain of Title extracted from
the deed records in Philadelphia City Hall.
American Architect and Buildipg News~-July 27, 1889:
"Of two other buildings by the same architect [{T. P,
Chandler], that for the Commercial Union iz nearing com-
pletion and the Penn Mutual ig just begun.r

PART IJT. ARCHITECTURAL INFCREMATION
A, General Statement:

L. Architectural character: 4 {ine example of late-
nineteenth-century mulii-story office building design.
0f particular interest is the eighi-story bolted lron
stalr with adjacent glass curtsin wall,

2. Condition of fabric: Generally good.
B. Technical Description of Exterior:

1. Over-all dimensions: 54'-5" x 80'-0", eight stories,
three bays, rectangular with twe projecling rear wings.

: . 2. Toundations: Stone masonry foundations with concrete
; basge.

3. Wall construction, {inish, and color:
North: brick wall construction with vermiculated lime-
stone facing for the lower two stories. Masonry plers
divide the facade iInto three bays, the center being the
smaller. Circular limestone columms extend from grade
to the springing line of the second floor window arches.
‘The two end brick piers extend from the third flocr line
to the eave of the gable roof, diminishing abrupily in
width at the geventh floor line, The two interior brick
piers extend from the third flecr line to the center
pedimented dormer roof, diminishing abruptly in width
at the seventh and eighth floor lines.
Fagt and West: Brick bearing wall construction, 28¢
thick st the base.
Rear wings: Brick bearing walls. The eastern wing isg
cornered on both sides above the third floor. The
western wing is cornered on the interior side for the
full height.

4. Structural system, framing: Three structural bays formed
by masonry bearing walls and ceantral mesonry besring
elevator core. Two iron girders spsn from the core to

L bearing piers on the north elevation - brick besring walls
. c ' ' - ‘extend south from the core to form the rear wings. Iron
T : beams span east-west with brick arched floor construction
batween, o
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Chimmeys: Four brick chimmeys on the west party wsll,
two on the east party well, snd one on the south wall
of the egsiern projecting wing.

Openings:

a.

Doorways ond doors: Maln entrance in center bsy

of north ¢levation--double glazed doors {lanked by
zidelights. Large transom ebove with arched head
{stepped architrave supporting a sculptured plague).

Windowss

North elevation, first snd second {loors--windows

set in single arched [reme (the center bay has
entrsnce on the first floor and window on the second
floor, 211 in single arched {rame)

North elevation, third and fourth floors--single

pene wooxi casement sash set iIn limestone txrim--rather
simple.

Norih elevation, fifth and seventh Zloors--single pane
wood casement sash set in limestone cclonnettes with
denticulated head.

Worth elevation, gixth floor--semi-circular arched
openings, double-hung wood sash in limesione trim.
North elevation, eighth floor--three pesdimented dormer
windows. The center one iz a double window with
gingle pane wood sash set in limestone eollonnettes
with arched head transom above. The pediment comfains
much decorative carving and a plaque bearing the
initials "CUA." The flanking pedimented dormers have
a8 single window set in limestone colonnettes with
elaborate carved semi-circular limestione ornement
above, Each doimer has a sione balustrade with turned
balugters supported by serolls. o
West elevation: Smell rectangular window copenings
(two per floor for upper four floors).

South elevations: (2) western rear wing--projecting
bay window continuons for eight siories, wood case-
ment sash; (b) center hay--glass curtain wall (ver-
tical, clouded panes supported on iron mullions) for
full height; (c¢) eastern rear wing--simple segmental
arched cpenings in cormers for the upper five stories,
double-hmg wood sash, '

Root':

a.

Shape, covering: Front portion--gable roof with
piteh to Walnut Street, pedimented dormer windows
at the eighth-floor level; slate shingle covering.
The roof of the rear portion and projecting wings
is flat with a siglight over the stair well.
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b. Cornice, eaves: At seventh floor--limestone denticu-
lated cornice supported by limestone scroll brackets
and gurmounted by & pseudo-balcony with open terra
cotta grills. At esve--limestone denticulated cornice.

G. Technical Desgeription of Interiors:

1. Floor plans: First floor--divided in half by ecentral
hallway extending from front to rear on the center bay;
modern luncheonette to the east and general office
space to the west, with various subdivisions,

Upper floorg--commercial office space, generally with
large single space acrosg the north side, with a2 long
rectangular area to the east and west of the ceniral
circulation corridor and elevator core; rooms are parti-
tioned to sccommodate various commerciasl activities.

2. Stalrways: Main stair located at the rear of the cen-
tral bay. The gtair has an eight-gtory uninterrupted
rise and is fromed with iron members which support marble
treads, risers, and side panels. The round brasg hand-
rail is supported by iron newel posts. The south wall
of the gtair well congistes of large clouded glass panes

Q with iron mullions.

3. Flooring: Hardwood flooring in the front section; marble
tile In a mortar bed throughout rest of building.

4. Wall and ceiling finish: Plaster painted various colors.

5., Doorways and doors: Archéd doorwsy leads from the cor-
ridor to the front office space. Arched doorways on
the first and second floors, and square head doorways
on the floors above, leed to the side office spacas.
Heavily molded cak trim. Double glazed doors with
transoms gbove.

6. Decorative features and trim; Fine oak trim, Heavily
molded chair ralls, window and door frames, contemporary
with the period in which the building wag constructed.

7. Notable hardware: MNone cobserved. Two original hydraulic
elevators in the central core, cne on each side of the
central corridor.

8. Lighting: Modarn; surface mountad fixtures with exposed
wiring. '

o 9, Heating: Serieg of fireplaces throughout the building
. - with elaborate Georgian Revival mantels.
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D. Site:

1.

Orientatlon end general setting: Situated on the
south side of Walnut Street facing an open green ares
of the Independence National Historieal Park. Located
in a refined commercial disirict dominated by several
large office buildings and s generous supply of open
green space.

Qutbuildings: None.

Landscaping: Open green area to the west {part of
the Independence Nationsl Historical Park). ILarge
office building to the east and small walled gsrden
to the south.

Prepared by John D. Milner, Architect
National Park Service
March 1963




